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CONCRETE APRON
(SEE NOTE 1)
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> EXPANSION JOINT FILLER

PLAN VIEW

8°X6" TREATED POST OR 5 STEEL PIPE

5'-0"

4' MIN.
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6°X6" TREATED TIMBER, 5" STEEL PIPE OR 1/2°
L STEEL CABLE /
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6"X6" 10/10 GAGE WELDED WRE

NO. 3 BARS, 18" C-C, BOTH WAYS OR

5 EA. NO. 4 BARS
012" c-C

\ FABRIC. STEEL TO BE HELD IN CENTER
\ OF SLAB THICKNESS.
) 1 2 mn 1172 max)
(No.57 1
5" CONCRETE
SECTION A—A

ISOMETRIC VIEW\

NOTES

1. CONCRETE APRON SHALL EXTEND
TO THE EXISTING OR PLANNED
FEEDLOT. APRON SHALL HAVE
PLANK OR CONCRETE CURBS
TO DIRECT ALL WASTE TO
CHUTE.

2. A SAFETY BARRIER SHALL BE
CONSTRUCTED AT THE TOP OF
THE LOADING CHUTE TO RESTRAIN
LOADING EQUIPMENT.

3. CHUTE SURFACE SHALL HAVE

A SMOOTH FINISH.
QUANTITIES
GRANULAR BACKFILL | cy.
CONCRETE . . . . . . c.Y.
SAFETY BARRIER & FENCE
POST. . . . . . .— EA
PLANKS
REINFORCING STEEL UN. FT.
NO. 3BAR . . . | LN, FT.
NO. 4 BAR . LIN. FT.

METHOD C

SECTION B—B (OPTIONS)

CONCRETE LOADING CHUTE
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